Instructions for installing Reservoirs 

To install reservoirs to your shocks follow the proceeding instruction carefully in order to get the best results.

1. Install the G70301 o ring over the 5x6mm screw.  Next screw the button head 5x6mm screw into the bleeder valve making sure that you do not over-tighten the screw or tear the o ring.

2. Repeat for all four reservoirs.
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SCIeV 566, 1.First close off the bleeder valve with one P4 "O" ring and 5x6 button head screw.
2 Repeat for each reservoir.





1. Next insert on #12.5 O ring into each reservoir as shown in the diagram making sure that the O ring seats evenly.  

2. Then fill the shock body with oil.  Slowly move the shock shaft up and down until the air bubbles are fully removed from the shock.  Then refill the shock body with oil to the top of the body.

3. Next screw the reservoir to the shock body.  It is important to make sure that you do not cross thread that reservoir while screwing it onto the shock body.  This will create a leak and permanently damage your shock reservoirs.  
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1. Insert one #12.5 "O" ring into each reservoir. Make sure the "O" ring

is completely seated as shown in the diagram.
2.Fill the shock body with shock oil. Slowly move the shock shaft up
and down until you get all the air bubbles out of the oil. Refill the

shock to the top with oil if needed.
3. Screw the reservoir onto the shock body and tighten down.

P





1. Now you will need to fill the reservoir with oil.  Turn the shock upside down and place the shock shaft / piston in the middle of the shock body.  Remove the GS0236 reservoir cap and insert oil to middle of the threads in the reservoir body.

2. Next tighten the GS236 reservoir cap with the #10 O ring into the end of the reservoir as shown in the diagram.

3. Next gradually loosen the bleeder screw and slowly compress the shock shaft to the top of the shock body.  (Do not completely remove the bleeder screw.  Just loosen the screw so that the oil can seep out)  

4. Then tighten the bleeder screw.  Be careful to no over tighten this screw!

5. Repeat for all four shocks.  
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1. Now you need tofill the reservoir with oil. Fill the reservoir up to the bottom of the threads.
Now slowly move the shaft up and down to get any extra air bubbles out

2. Refill to the bottom of the threads if needed and insert the cap with the "O" ring. Tighten
down then loosen 1 full turn. Slowly push the shock shaft all the way in and while holding the

shaftin tighten down the cap
3. Check your work, the shaft should go all the way into the shock body. If it doesn't

you may need to bleed the shock slightly more. Shock action should be smooth without binding.
4.Repeat for each shock.





